5%"-1lUNCx9.5" Button Head Bolt (®)

and Recess Nut (e) with Rectangular

Plate Washer (®) Under Head and Wide

Type A Plain Washer Under Nut

CRT POST

16 Penny Galvanized

6 "x 8 "x45"
Wood Post

8"x8"x%"
Bearing Plate

55"
l‘_z’l Cable Sleeve

r Cable

Anchor Assembly

8

/2"

One Wrap Galvanized

Steel Wire, See Note 24+—N—1

Common Nail, 2 Per Block 134" Dia Hole N
- b| .
— 5 ~ 4 ] 64"
i { o ]
- =
W-Beam End ~One-Way Only f é
Section (Rounded) TRAFFIC 1"-8UNC Hex Thick 5%"-1IlUNCx9" Hex Bolt and
Nut with Type A Hex Nut with Wide Type A
Plain Washer Plain Washers (Under Head
and Nut)
| \8"x6"x3/16" Steel Tube I ]
6 8
PLAN FRONT VIEW SIDE VIEW
I-_Syzn 6-_3-
(May
Vary) Mood Post -4’ 12’ BEARING PLATE DETAIL
25 Anchor Plate, PLYy"
—7 5| — 2" g 4 o~ 2 cho e, a
:_3 1"-8BUNC Heavy Hex Nut Steel W Beam
o o 5" with Type A Plain Washer  Section, 12 Guage
L & naing
= splice Bolt Siot
T . " ]
a See Bearing By "x1/g" (Typ) 7 7 P
~ _Plate Detail, % -1lUNCx1Y4" Button Head Bolt (e)
and Recess Nut (®) with Wide —N\ See Anchor ﬂ Cabl
Steel Tube Type A Plain Washer (Typ) AN\ Plate Detail \ \ Er?ld ?’Iafe
ELEVATION \ 5" 1IUNCx1Y>" Hex Bolt and
Cable Anchor Assembly ¥2" Dia (Typ) Hex Nut with Wide Type A
Plain Washer (Typ)
Ya" Dia for Lock Pin Do Not Torque Bolts
GENERAL NOTES
l. The cable assembly shall be tightened to remove slack.
2. To ensure that the bearing plate remains In position, one wrap of 14 gauge
galvanized steelwire shall be wrapped around the terminal post near the top of the plate. FRONT VIEW SIDE VIEW
3. See W-Beam End Section (Rounded), ARTBA Std. RE-6-79, for dimension variables.

4., See Std. 3016 for measurement limits.
(®) [ndicates ARTBA designation

ANCHOR PLATE DETAIL
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