
(T
Y
P
)

BOLT CIRCLE

BOLT CIRCLE REMOVABLE 

RAINTIGHT CAP

SEE NOTE 2
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SECTION X-X

HAND HOLE

ANCHOR BOLT

FOUNDATION

SEE MCDOT DETAIL 4739
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SECTION Y-Y

SEE MCDOT DETAIL 4720
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POLE  DETAIL
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SEE MCDOT DETAIL 4725

      DETAIL
         WELDING

SEE

BASE PLATE DETAILS

WELDING DETAIL

BASE PLATE

POLE
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POLE

TYPE

A-14'

A-16'

A-18'

BASE PLATE THICKNESS
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5.

4.

BE PROVIDED.

" TAPPED HOLE FOR A GROUND CONNECTION SHALL4
1A 

TO THE REQUIREMENTS OF ASTM A36.
THE POLE BASE PLATE SHALL BE  STEEL CONFORMING

SCHEDULE 80, (0.337" WALL THICKNESS), FOR A-18'.
THE POLE SHALL BE X-STRONG 4" GALVANIZED PIPE,

SCHEDULE 40, (0.237" WALL THICKNESS), FOR A-14' AND A-16'.
THE POLE SHALL BE A STANDARD 4" GALVANIZED PIPE,

SEE MCDOT SUPPLEMENT SECTIONS 470 THRU 478.
FOR CONSTRUCTION AND INSTALLATION SPECIFICATIONS,

SEE NOTE 5
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TYPE 'A' POLE
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STANDARD DETAIL


