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MOUNTING HEIGHT (NOMINAL)

\TENON

SEE DETAIL "C"
DETAIL 4749-2

(SEE TABLE)
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TAPERED MAST ARM

RISE

6" MIN. - 8" MAX. STRAIGHT
AND HORIZONTAL

TAPERED MAST ARM
SEE TABLE BELOW

REMOVABLE

RAINTIGHT CAP
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|
SEE DETAIL "B" 1
DETAIL 4749-2 |
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7‘, Z MAST ARM INFORMATION
«® Lum.M.A.
Length Rise Gauge 'D1'Min. 'D2'Min. Tenon
el 20 59" 7 5 %n - |--_C
SEE DETAIL "A" 3 I
DETAIL 4749-2
=45 ---- | 0&3 ¥ ---- 10 Yo" 3
UPPER = 5| so ---- | o&3 ¥| ---- 10 %" 3
2 w \ "
SEE DETAIL 4739-1 : 55 ---- | 0&3 ¥| ---- 11 % 3
- 3 FIRST 25' OF THE 50 & 55' MAST ARM AND THE FIRST 20' OF THE 45' MAST ARM
SEE NOTE 2 —_| i SHALL BE 0 GAUGE. THE REMAINDER OF THE MAST ARM SHALL BE 3 GAUGE.
HAND HOLE I
SEE DETAIL 4739 \
|
POLE BASE 1
SEE DETAIL 4749-2 .
=

FOUNDATION
SEE DETAIL 4721

ANCHOR BOLT 7
SEE DETAIL 4726 = 2{2 \
T F

1.

NOTES:

FOR CONSTRUCTION AND INSTALLATION
SPECIFICATIONS SEE MCDOT SUPPLEMENT,

SECTIONS 470 THRU 478.

THE POLE SHALL BE 0 GAUGE TAPERED
STEEL.

MARICOPA COUNTY DEPARTMENT OF TRANSPORTATION

STANDARD DETAIL

TYPE 'R' POLE

DATE:
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47491




