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ANCHOR PLATE DETAIL

1.

2.

3.

Indicates ARTBA designation-

"

Cable Anchor Assembly

R

BEARING PLATE DETAIL

See Std. 3016 for measurement limits.
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The cable assembly shall be tightened to remove slack.

See W-Beam End Section (Rounded), ARTBA Std. RE-6-79, for dimension variables.
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Splice Bolt Slot 

galvanized steelwire shall be wrapped around the terminal post near the top of the plate.

To ensure that the bearing plate remains in position, one wrap of 14 gauge 

Section, 12 Guage

Steel W Beam

End Plate

Cable

Do Not Torque Bolts

Plain Washer (Typ)

Hex Nut with Wide Type A

�" 11UNCx1�" Hex Bolt and

Plate Detail

See Anchor

Steel Tube

Wood Post

Plate Detail

See Bearing

Type A Plain Washer (Typ)

and Recess Nut ( ) with Wide

�"-11UNCx1�" Button Head Bolt ( )

4.

( )

Vary)

(May 

Cable Sleeve

Anchor Assembly

Cable

Wood Post

6 "x 8 "x45"

Bearing Plate

8"x8"x�"

Plain Washer

Nut with Type A

1"-8UNC Hex Thick

and Nut)

Plain Washers (Under Head

Hex Nut with Wide Type A

�"-11UNCx9" Hex Bolt and

Steel Wire, See Note 2

One Wrap Galvanized

Common Nail, 2 Per Block

16 Penny Galvanized

Section (Rounded)

W-Beam End

Type A Plain Washer Under Nut

Plate Washer (  ) Under Head and Wide

and Recess Nut (  ) with Rectangular

�"-11UNCx9.5" Button Head Bolt (  )
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