FLASHER

VERTICAL BARRICADE

FLASHER

36”

i |/8//>< 1|/4u>< 1|/4u
ANGLE IRON LEGS

24" Min. (Max. Variable)

HINGED BARRICADE

NOTES

PANELS TO BE CONSTRUCTED OF
WOOD. METAL OR OTHER COMPONENTS
OR A COMBINATION THEREOF:

FRAME “A" TYPE.

STRIPES TO BE ALTERNATING
ORANGE AND WHITE. 6” WIDTH

AT 45° ANGLE IN THE DIRECTION
TRAFFIC IS TO PASS.

THE ENTIRE AREA OF WHITE AND
ORANGE SHALL BE REFLECTORIZED.

RAIL WIDTH: 8" MIN. 12" MAX
RAIL LENGTH: 2' MIN. VARIABLE MAX

FLASHER TO BE 12 VOLT. HAVE

A SOLAR SWITCH AND HAVE A
CONCEALED MANUAL ON-OFF
SWITCH. FLASHER LENS TO BE
MIN 7" DIA., AMBER 2 WAY AND
BE ABLE TO ROTATE 360°

ALL OTHER PARTS TO BE
PAINTED WHITE.

MARICOPA COUNTY DEPARTMENT OF TRANSPORTATION
STANDARD DETAIL

BARRICADE (PORTABLE)
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