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Mounting height

D3-2d

(Not to scale) (All dimensions are in inches)

Standard Detail 4780-3.

For sign clamp see MCDOT 

signal pole with metro sign clamp.

Metro street sign mounted on

D3-2e

REVISED DATE

   overhanging the roadway.

* 75% shall be modified as needed to prevent

Notes:
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6. See latest version of Standard Highway Signs Manual for standard arrow details.

 TYP
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    Highway Signs as Published by FHWA).

4. Lettering shall be placed on a green background using Series "D" Lettering (Standard 

3. All signs shall be fabricated with 10 inch white upper-case and lower-case letters. 

2. Sign lengths shall be determined by the number of letters and spacing requirements.

1. Diamond Grade (Type IX or Type XI) sheeting shall be used for all letters and background.
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METRO STREET SIGN LAYOUT AND INSTALLATION
01/2005 4780-2

     TYP

VARIABLE

3 
1 

ON TRAFFIC SIGNAL POLES

    All other road names shall be centered vertically within the blank. 

    4.5 inches from the bottom of the blank and 3.5 inches from the top of the blank. 

    offset to the initial upper-case letter is a set distance within a 18" high blank of 

    name is shifted up within the blank to allow space for the decending letter. The 

5. When there is a decending letter tail in a road name within a D3-2d the entire 

DATE: DETAIL NO.MARICOPA COUNTY DEPARTMENT OF TRANSPORTATION

STANDARD DETAIL


