LUMINAIRE MAST ARM,
(VARIES BY LOCATION)

NOTES:

1. ORIENTATION OF ANTENNA VARIES BY LOCATION.

|

2. PROVIDE ALL MOUNTING HARDWARE AND ADAPTER PLATES NEEDED I l
TO SECURELY MOUNT THE ANTENNA AND WIRELESS RADIO TO THE POLE. |

STRAPS SHALL BE 3/4" BAND-IT®TYPE 201 STAINLESS STEEL BANDS OR |
APPROVED EQUAL. STRAPS UTILIZING A WORM GEAR TO TIGHTEN AND |

HOLD THE STRAP SHALL NOT BE USED.

15" DIAMETER FIELD-DRILLED— |
HOLE WITH GROMMET TO L

PROTECT CABLE. / [
!
%" STRAP SEE NOTE 2 (TYP)

SIGNAL POLE (TYPE VARIES
/ BY LOCATION)

/— %" STRAP SEE NOTE 2 (TYP)
DIRECTIONAL ANTENNA

20"

LMR-400 COAXIAL CABLE

WIRELESS RADIO

| | | — PROVIDE CAT5 CABLE FOR DATA AND POWER.
|// CONTRACTOR TO COORDINATE REQUIRED
| LENGTH PRIOR TO DELIVERY OF CABLE.
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