RAMP CURB HEIGHT TO MATCH
3" ABOVE S/W ELEVATION

@ EACH END
CURB RAMP PAYMENT AREA
(SHADED AREA)
N 5t
SHs,
%%,

%
SAWCUT SIDEWALK

AT EXISTING SCORE
MARK (TYP)

ROLL CURB AND GUTTER
MAG DETAIL 220, TYPE C
OR VERTICAL CURB AND
GUTTER MAG DETAIL 220.
TYPE A

EXISTING CURB AND GUTTER
TRANSITION MAG DETAIL 221
IF ROLL CURB AND GUTTER
EXISTS

CENTER CURB RETURN RADIUS
7 on

7"

EXISTING SIDEWALK WIDTH
4 OR5' (TYP)

FACE OF CURB
SIDEWALK MAG DETAIL 230

1/2" EXPANSION JOINT
@ CURB RETURN (TYP)

\ HEAVY BROOM FINISH (TYP)
\ VARIES

\ CURB MODIFICATION _\

AT DETECTABLE WARNING
MAG DETAIL 234 (TYP) 1
12
A DROP

W )2 D;?OP

VERTICAL CURB AND GUTTER
MAG DETAIL 220, TYPE "A", H=2"

CURB WING LENGTH (W) A
HEIGHT ALONG FACE OF CURB RIGHT-OF-WAYLINE  DETLE NG
4" 4'-6" VARIES 6" S/W LANDING 2'-0" RAMP 2'-0"
& 66" 5-0" MINIMUM - 15
| — GUTTER
%% SLOPE P FLOW LINE
NOTES: e { %27 SLOP ,
1. CONCRETE SHALL BE CLASS ‘B’ PER SECTION 725.
2. CONSTRUCTION SHALL CONFORM TO SECTION 340. f
3. SIDEWALK SURFACE TO MATCH 1%% SLOPE FROM CONTRACTION JOINT .
TOP OF CURB. TRANSITION 12" N
1" DEEP OR FORM CURB i ~—— SUBGRADE
4. USE OF THIS DETAIL REQUIRES SPECIAL APPROVAL. SEPARATELY CONC THICKNESS PREBARATION,
SECTION A-A SEE SECTION 301
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