
MARICOPA COUNTY DEPARTMENT OF TRANSPORTATION

STANDARD DETAIL

DATE: DETAIL NO.

4780-5MOUNTING TO SIGNAL POLE DETAILS
OVERSIZED METRO STREET NAME SIGN 

SIGNAL MAST ARM

LUMINAIRE MAST ARM
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SIGN PANEL

SEE NOTE 1

SEE NOTE 1

BACK VIEW

15’-0’ OR LONGER OVERALL SIGN PANEL LENGTH

SEE NOTE 2

6"
(TYP.)

OVERSIZED METRO STREET NAME SIGNS MOUNTED ON TYPE J AND  K  SIGNAL POLES. 

SIGN PANEL

OVERSIZED METRO STREET NAME SIGNS MOUNTED ON TYPE Q AND  R SIGNAL POLES. 

BACK VIEW

DETAIL 2.

DETAIL 4780-3.  FOR FRAMEWORK ASSEMBLY, SEE

FOR METRO STREET SIGN CLAMP, SEE MCDOT

MINIMUM OF 3 CLAMPS SHALL BE INSTALLED. 

ON SIGNAL POLE WITH METRO SIGN CLAMPS. 

OVERSIZED METRO STREET NAME SIGN MOUNTED 

SEE DETAIL 1.

DETAIL 4780-3. FOR FRAMEWORK ASSEMBLY,

FOR METRO STREET SIGN CLAMP, SEE MCDOT

MINIMUM OF 3 CLAMPS SHALL BE INSTALLED. 

ON SIGNAL POLE WITH METRO SIGN CLAMPS. 

OVERSIZED METRO STREET NAME SIGN MOUNTED 
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15’-0’ OR LONGER OVERALL SIGN PANEL LENGTH

SEE NOTE 2

6"
(TYP.)

SEE NOTE 2

TUBING 

1‰" x 1‰" PERFORATED SQUARE

DETAIL 2

FRAMEWORK ASSEMBLY 

DETAIL 1

FRAMEWORK ASSEMBLY 

NOTES:

PANEL CROSSES THE SIGNAL MAST ARM. 

PLACEMENT OF METRO STREET SIGN CLAMPS SHALL BE DETERMINED IN THE FIELD. CLAMPS SHALL BE INSTALLED AT THE POINT WHERE THE SIGN2.

SIGN CLAMP

TUBING WITH METRO STREET

1‰" x 1‰" PERFORATED SQUARE

AND APPROVED BY THE ENGINEER OR ENGINEER’S REPRESENTATIVE. 

OVERSIZED METRO STREET NAME SIGNS SHALL NOT EXTEND BEYOND THE FACE OF CURB. SIGN PLACEMENT SHALL BE DETERMINED IN THE FIELD1.

SIGN CLAMP

TUBING WITH METRO STREET

1‰" x 1‰" PERFORATED SQUARE
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