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of adjacent traffic.
Guardrail shall be lapped in the direction

 Task Force 13 Report Designation
 Indicates AASHTO, AGC & ARTBA 

Structural Shape Post
W6x8.5x72" or W6x9x72"
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approaching traffic side
Install bolt in hole on 
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SECTION WITHOUT CURB
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6"x8"x14" Wood Block 

Washer (  ) Under Nut (Typ)
and Recess Nut (  ) With Plain Round
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5

" Diameter Hole4
3

Recess Nut (  ) Typ - 8 Places
Button Head Bolt (  ) and

"4
1"-11 UNCx18

5

Washer (  ) Under Nut (Typ)
and Recess Nut (  ) With Plain Round

"-11 UNCx10" Button Head Bolt (  )8
5

" Diameter Hole4
3

" Diameter Hole4
3

6’-3"

1.1.

2.

pavement or ground surface elevation.
face of rail from the normal finished
is 31" to the top of rail, measured at the
The control height for guardrail system
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TOP VIEW

04/01/2015
MIDWEST GUARDRAIL SYSTEM

BLOCKED OUT STEEL POST 3103

DATE: DETAIL NO.MARICOPA COUNTY DEPARTMENT OF TRANSPORTATION

STANDARD DETAIL


