PROJECT
ROAD

MILL AREA MILL AREA
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_—_w

\ FLOWLINE

TYPE Il TERMINATION OF OVERLAY

PLAN VIEW
(N.T.S)

NOTE:
1. IF SIDE STREET SURFACE IS CHIP SEAL, FEATHERING
IS ALLOWED AND TERMINAL MILL MAY BE OMITTED.

2. THE ROADWAY LONGITUDINAL SLOPE AT PEDESTRIAN
CROSSINGS SHALL NOT EXCEED 2%.

CLASSIFICATION 'T'

ARTERIAL 45 FT

COLLECTOR/LOCAL | 25FT

SPECIFIED
OVERLAY
THICKNESS , OVERLAY __MILLING: TAPER FROM 0" TO
TERMINATION SPECIFIED OVERLAY
LENGTH' T' THICKNESS
TACK COAT M T OVERLAY
THICKNESS

CROSS SECTION B-B

LONGITUDINAL TERMINATION OF OVERLAY
(N.T.S.)

MARICOPA COUNTY DEPARTMENT OF TRANSPORTATION

DATE: DETAIL NO.

STANDARD DETAIL

MILLING FOR OVERLAY WITHOUT CURB

TYPE Il TERMINATION 01/01/2019

2014-2




