HEAVY BROOM FINISH

EXPANSION JOINT
(TYP BOTH SIDE)

NOTES:
1. CLASS 'B' CONCRETE PER SECTION 725.

SAWCUT & MATCH EXISTING
(TYP BOTH SIDES)

4' MIN

2. CONSTRUCTION INCLUDING JOINTS CONCRETE
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* S/W WIDTH AS SHOWN ON PLANS (TYP)

% SPECIAL DESIGN REQUIRED
FOR RETROFIT OF 4' WIDE SIDEWALK

TYPE 'C' ROLL CURB
AND GUTTER

VARIES

CURB TRANSITION
TO TYPE "C" ROLL
CURB & GUTTER (TYP)

RIGHT-OF-WAY LINE

4'MIN S/W LANDING

5"

3.

o BhMaxsiope

FINISH AND MAXIMUM SLOPES SHALL CONFORM TO
SECTION 340.

SIDEWALK SURFACE TO MATCH 1.5 % SLOPE FROM
TOP OF CURB.

. FOR RETROFIT OF EXISTING RESIDENTIAL STREET

CURB RAMPS, 2010 ADA DESIGN STANDARDS MAY
BE USED.

. PAY AREA FOR CURB RAMP SHALL BE THE AREA OF

HEAVY BROOM FINISH (WINGS & RAMP) PLUS
DETECTABLE WARNING.
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MARICOPA COUNTY DEPARTMENT OF TRANSPORTATION

STANDARD DETAIL

SINGLE CURB RAMP MID-BLOCK
RESIDENTIAL STREET W/ 4" ROLL CURB

DATE:
01/01/2019

DETAIL NO.
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