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MIDWEST GUARDRAIL SYSTEM (MGS)

GUARDRAIL INSTALLATION

DATE: DETAIL NO.MARICOPA COUNTY DEPARTMENT OF TRANSPORTATION
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MAG DET 201, TYPE B

THICKENED EDGE

SECTION

STRUCTURAL 

PAVEMENT

FACE OF RAIL

REFLECTIVE SHEETING

HIGH REFLECTIVITY

END TREATMENT

USE APPROPRIATE

USE APPROPRIATE END TREATMENT

HINGE POINT

MAX SPACING 37'-6"

TAB DETAIL

SEE REFLECTOR

MAX SPACING 37'-6"

TAB DETAIL

SEE REFLECTOR

SEE NOTE 2

". 4
3FOR STEEL POST (SEE DETAIL 3103) THE APPROXIMATE DIMENSION IS 16

".4
1FOR WOOD POST (SEE DETAIL 3101) THE APPROXIMATE DIMENSION IS 23

WIDTH OF GUARDRAIL INSTALLATION IS DEPENDENT ON POST TYPE.4.

INSTALL EMBANKMENTS CURB (MAG DETAIL 550) PER PLANS.3.

WITHOUT CURB.INSTALLATIONS 

ASPHALT THICKNESS BEHIND FACE OF RAIL SHALL BE 2 INCHES  FOR2.

PAVEMENT OR GROUND SURFACE ELEVATION.

OF RAIL, MEASURED AT THE FACE OF RAIL FROM THE NORMAL FINISHED

THE CONTROL HEIGHT FOR GUARDRAIL SYSTEM IS 31” TO THE TOP1.


