GALVANIZED "C" CHANNEL
EMBEDDED IN SIDE WALL 1 OR 2
EACH SIDE, 6 TOTAL (SEE NOTE 6)

SEE NOTE 3

POLYMER CONCRETE

3" TERMINATOR W/ KNOCKOUT

318"

15"

. PLAN
 MIN(TYP) SYMBOL
4%
TO BE USED
FOR TRUNK
LINE CONDUIT
(SEE NOTE 4)

/' “~BRANCH CONDUIT(S) TO PULLBOX
TO BE USED

OR CONTROLLER CABINET (NUMBER

FOR BRANCH AND SIZE PER PLANS)
CONDUIT
9" DIA DRAIN HOLE/SUMP (SEE NOTE 4)
4" TERMINATOR W/ KNOCKOUT SECTION A-A
™
TYPE E PULL BOX
1%" X %" WIDE "C" CHANNEL (SEE
NOTE 6), 1 OR 2 PER SIDE. NOTES:
1. PULL BOX SHALL BE OF PRECAST REINFORCED CONCRETE
MATERIAL.
2. PULL BOX SHALL BE FURNISHED WITH HOOKS/RACKS AND
UNISTRUT INSTALLED.
3. PULL BOX SHALL BE FURNISHED WITH A LOCKING LIP WITH SEAL
7-1/2" LONG CABLE RACK HOOKS
?:ASXNEP |2NHEOAC§;KHSGP /?ELF\Q/Q'chZED "G BETWEEN WALL AND COVER ASSEMBLY.
’ : 4. TERMINATORS/ BELL ENDS SHALL ACCEPT 4-INCH AND 3-INCH DIA.
CONDUIT SIZES.
REINFORCED CONCRETE BASE 6. UNISTRUT SHALL BE WIDE "C" CHANNEL (UNISTRUT P-3200 OR
APPROVED EQUAL) AND SHALL BE EMBEDDED IN SIDEWALL A
MINIMUM OF 6-INCHES FROM FINISHED FLOOR.
LIFTING POINTS 7. CABLE RACKS/ HOOKS MOUNTED IN UNISTRUT SHALL BE A
(OPTIONAL) MINIMUM OF 7-1/2 INCHES LONG.
8. FOR COVER ASSEMBLY, SEE DETAIL 4806-2.
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