
MARICOPA COUNTY DEPARTMENT OF TRANSPORTATION

STANDARD DETAIL

DATE: DETAIL NO.

4717

P

TRAFFIC SIGNAL CONDUIT RUNS (TYP)

2.

RUNS (TYPICAL)
1 OR 2-4" ITS CONDUIT

RUN 
PVC CONDUIT
1-4" ITS 

PULL BOX (TYP)
TRAFFIC SIGNAL

700’ MAX SPACING

NOTES:

1.

AND PULL BOX LAYOUT

ITS INTERCONNECT CONDUIT 

ITS TYPE A PULL BOX (TYPICAL)

CONDUIT RUN 
1-4" ITS  

PULL BOX
ITS TYPE A

LOCATION
AT CONTROLLER CABINET
NO. 7 PULL BOX W/ EXTENTION
TRAFFIC SIGNAL

DIRECT PATH FROM SPLICE POINT TO CONTROLLER CABINET.

PULL BOX AND CONDUIT LAYOUT AS NEEDED TO PROVIDE A

CONTROLLER CABINET LOCATION MAY VARY.  ADJUST ITS

4805-1, 4805-2, 4805-3, 4805-4 AND 4806. 

SUPPLEMENT, SECTION 481 AND MCDOT DETAILS 4801,

FOR ITS FIBER OPTIC CONDUIT AND PULL BOXES, SEE MCDOT 

4805-4 OR 4806
DETAILS 4805-2, 4805-3,
PULL BOX PER MCDOT
TYPE B,C,D OR E
SPLICE POINT
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SEE NOTE 2


