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NOTES:

NOTES:

 1. MATERIAL SHALL BE CAST ALUMINUM.

   PROOF' Š" Xƒ"-18 NC MACHINE SCREWS 

   AND TWO (2) 'VANDAL PROOF' Š" X‰"-18 SET SCREWS.

2. POST CAP SHALL BE SUPPLIED WITH TWO (2)' VANDAL

FOR ALL FOUR SIDES.

DIMENSIONS ARE IDENTICAL

2 PLACES

•" THREADED HOLE 

HOLE (TYP. 2 PLACES)

PERPENDICULAR TO

MILL SURFACE UNTIL

 2 PLACES

 Š" THREADED HOLE

TYP. ALL 4 SIDES

Š"-18 NC THREADED HOLE

   1" X Š"  BOLT TO ATTACH SIGN TO BRACKET.

4. USE GRADE # 2, ZINC COATED, 18 NC THREAD, 

   1•" X Š"  BOLT TO ATTACH POST CAP TO THE POST.

3. USE GRADE # 2, ZINC COATED, 18 NC THREAD, 

(12") STREET SIGN POST CAP 05/01/2004 2062-5

DATE: DETAIL NO.MARICOPA COUNTY DEPARTMENT OF TRANSPORTATION

STANDARD DETAIL


