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SEE NOTE 4 & 5
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TYPE 'B' SECTION A-ASECTION B-B

FORMED SEPARATELY

1" DEEP OR 

CONTRACTION JOINT

LANDING
TOP OF

S/W
TOP OF

FORMED AND POURED SEPARATELY

BOTTOM OF RAMP CURB WHEN

MAG DETAIL 234

DETECTABLE WARNING

CURB MODIFICATION AT

PATTERN

USE A RIPPLE SURFACE

ROUGH BROOM FINISH,

S/W ELEVATION @ EACH END

RAMP CURB HEIGHT TO MATCH

AT CURB RETURN

EXPANSION JOINT

DETAIL 220, TYPE A

CURB AND GUTTER

SEE SECTION 301

PREPARATION,

SUBGRADE

G
DETAIL IS ADA COMPLIANT FOR S   ≤ 2%.6.

RAMP TO THE CURB RETURN.

4' FROM CURB RETURN, EXTEND

WHEN TOP OF RAMP IS LESS THAN5.

RADIAL LINE.

HAVE THE TOP OF RAMP FORM A 

INCREASE 'L' OR 'D' AS NEEDED TO4.

EXISTING LOCAL ROADS ONLY.

THIS DETAIL SHALL BE USED FOR3.

TO SECTION 340.

EXPANSION JOINTS SHALL CONFORM2. 

CLASS 'B' CONCRETE PER SECTION 725.1.
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