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TABLE  A

DRIVEWAY WIDTH

MIN * MAX

40’

40’

*24’ WHERE 2-WAY TRAFFIC IS ANTICIPATED

ZONING

COMMERCIAL

INDUSTRIAL

VARIES
6"TO 0"

9"

SLOPE D/W

AWAY FROM

ROADWAY

D/W CURB

SECTION B-B

4’MIN

SHALL BE PROVIDED

CONTRACTION JOINT

16’ OR GREATER, A

WHEN LENGTH (D) IS

AT END OF RETURN

SUBGRADE PREP

AS PER SEC 301 SECTION A-A

B
9"

WHEN WIDTH

EXCEEDS 16’

PROVIDE

CONTRACTION

JOINT ON

L

FORM CURB

PAID AS CURB AND GUTTER

TOOL FINISH GUTTER FLOWLINE

RADIUS

SEE PLANS

(SEE SEC.B-B)

WITH DRIVEWAY

EXPANSION

JOINTS (TYP)

(TYP)

5’ (MIN)

S/W WIDTH

RADIUS

SEE PLANS

(TYP)

6"

6

1

1" MAX

BGENERAL NOTES

16’

16’

1. THIS TYPE D/W TO BE USED ONLY UPON

   APPROVAL OF TRANSPORTATION AGENCY.

2. EXPANSION JOINT FILLER SHALL BE

" BITUMINOUS TYPE PERFORMED2
1   

   EXPANSION JOINT FILLER, ASTM D175I.

3. CONCRETE: CLASS A.

4. HATCHED AREA REPRESENTS DRIVEWAY

   PAYMENT AREA.

4’MIN

D/W WIDTH SEE TABLE A

4
’ 

M
IN

R/W

D/W C

7"

D

2
"

A

VARIES WITH

CURB HEIGHT

EXPANSION JOINT SLOPE=

0.015%

A
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RETURN TYPE DRIVEWAYS
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