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NOTES:
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POLE CURVATURE MOUNTING ADAPTER

24

ITEM QTY. DESCRIPTION

SIGNAL POLE SHAFT

STAINLESS STEEL MINI-BRACKET 

2

2

1

2

3 " LONG STAINLESS STEEL BOLT2
1

"-24 x 16
5

(BAND-IT TYPE 201 OR EQUAL)

" STAINLESS STEEL BAND W/BUCKLE,2
1

SIGNAL POLE SHAFT

STAINLESS STEEL MINI-BRACKET 

" LONG STAINLESS STEEL BOLT2
1

"-24 x 16
5

(BAND-IT TYPE 201 OR EQUAL)

" STAINLESS STEEL BAND W/BUCKLE,2
1

DRILLED AND TAPPED

"-20 x 1" LONG SLOTTED R.H. SCREW,  4
1

STARTCROSSING

WatchFor
Vehicles

DON’TSTART
FinishCrossing
IfStarted

TIMEREMAINING
ToFinishCrossing

TOCROSS

DON’TCROSS

PUSHBUTTON

STEADY

TIMER

FLASHING

SECTION 473.     

FOR INSTALLATION SPECIFICATIONS SEE MCDOT SUPPLEMENT,1.

           FOR CORRECT PUSH BUTTON SIGN, SEE TRAFFIC SIGNAL PLANS.

THE CROSSWALK BY THE PEDESTRIAN PUSH BUTTON DETECTOR

WITH SIGN SHALL BE INSTALLED PARALLEL TO THE DIRECTION OF 

THE CONTROL FACE OF THE PEDESTRIAN PUSH BUTTON DETECTOR2.

 TO TOP OF SIDEWALK

CENTER OF PUSH BUTTON

DIMENSION MEASURED FROM

PAINTED GLOSS BLACK

3" DIA.  ROUND PED.  PUSH-BUTTON,   

R10-3eB)

SIGN CODES R10-3e, R10-3eL, R10-3eR OR

(SEE MCDOT TRAFFIC SIGN MANUAL FOR

6" x 12" PEDESTRIAN PUSH-BUTTON SIGN.  

10/02/2015
TYPE PB PEDESTRIAN

PUSH BUTTON MOUNT 4797-1

DATE: DETAIL NO.MARICOPA COUNTY DEPARTMENT OF TRANSPORTATION

STANDARD DETAIL


