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LIMIT SIGNS ON ONE POST TO 36 INCHES OR LESS IN WIDTH

SIGN POST

POST ASSEMBLY

SECT. A-A

A

A

1‡"

1ƒ"

 USE SQUARE TUBE

D/2

H

BASE POST AND

INSTALLATION

1" TOP AND BOTTOM

4"

BASE POST

2"-3" TAPER

1
"

T
Y

P
.

SIGN PANEL

U-CHANNEL BASE POST

WIND SPEED= 70 MPH (3LBS. PER FT. POST)

NOTE:

36" MIN.

THREAD BOLT.

FOR Š" UNC

SPACER THREADED 

ZINC COATED
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•" X †" LONG

PLATED SPACER TYP.
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 EXCEPT AS NOTED.

 ALL DIMENSIONS IN INCHES

ASSEMBLY DETAIL

SEE POST

HEX. NUT.

LOCK WASHER AND

WITH FLAT WASHER.

HEAD ALLTHREAD BOLT

ZINC COATED HEX.

THREADED GRADE 9

Š" X 1•" UNC

AND HEX. NUT.

LOCK WASHER

FLAT WASHER,

HEAD BOLT WITH

9 ZINC COATED HEX. 

THREAD GRADE

UNC THREAD.

Š" DIA. X 1•"
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